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JPCXLPIS2 A — 61 25 1. TrEEOperating tgmperature:f4O°CNW25°C.
T - 2 #EERCurrent rating:23A(Max).
i}yﬂ T%‘EEE%E‘ E N 3.#eEEOperating voltage:600VAC.
@ ?;ﬁ;’fgfﬁ 2.5"=2.5mmt 4 fEEDIelectric withstanding voltage:3000VAC.
s 7 AR 5.pgREProtection class:IP67(mated).
D" 6. #wERMating cycle: 100Min.
E 7 $EIEERY atching style:Two stage,finger actuated.
B.aEEE#Electrical interlock(HVILm#E)
9.E#Shielding:360°From wire to device(ZE) .
) ] ] 10.E#EEMating plug:PDB8FAT1X02W0—0
Standard part List(HVIL) Standard part List(Without HVIL)
Model NO. JPC NO. Accepted Wire Model NO. JPC NO. Accepted Wire
JPCXLP1824—61-2.5 | PDBVAOTXOZWO—-0 JPCXLP1824-60-2.5 | PDBVAT1XO2W0-0 -
JFCXLP182B—61-2.5 | PDBMBOTX02WO—0 JRCXLP182B—60-2.5 | PDBMB11X02WO0—0 gl | Vi | PR JPc o
: ' - v & connectivity
JPCXLP182C—61-2.5 | PDSMOD1X02W0-0 2.5mmER% | JPCXLP182C—60-2.5 | PDSMC11X02W0-0 2.5 AT 3| & | rokreces (3R osmm0m
o — #5.0m~5.4m o — #5.0m~5.4m o. = [(UNLESS SPECFIED) . TITLE PD./FILE NO.
JPCXLP182D0—61-2.5 | PDBVDOTX02WO0—0 JPCALP182D-60—2.5 | PDBMD11X02W0—0 g i o - +90 Chunxia JPCXLPBO2ER
JPCXLP182E-61-2.5 | PDSMEOTXOZWO—-0 JPCXLP182E—60-2.5 | PDSMET1X02W0-0 O | § | oo - oz |CHK o202 -
JPCXLP182F—61-2.5 | PD8VFOIXOZW0—0 JPCXLP182F—60-2.5 | PDBVF11X0O2W0-0 % 2 g;oooi fo; PV 51%0m] SCALE| SIZE | PART No. REV.  OF
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