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1. ItrBEOperating temperature:—40°C~125°C.

2. #EERCurrent rating:45A(Max).

ist(Wi Standard Part List(Without HVIL Al Ordering Informating - .
Standard Part List(With HVIL) ( ) 3.#EEROperating voltage:600VAC.
: : 4 mEBEDielectric withstanding voltage:3000VAC.
Model NO. JPC NO. Accepted Wire Model NO. JPC NO. Accepted Wire IPCXLPISS A e . J J
— = i Bk 5 pE%RProtection class:IP67(mated).

JPCXLP183A-61—4 | PDEMA12X02X0-0 JPOXLP183A—60—4 | PDEMAO2X02X0—0 A o 6 #EaMating cycle:100Min.

JPCXLP1838-61—4 | PDEMB12X02X0—0 . JPCXLP1838-60—4 | PDRMBO2X02X0—O0 T o /R atching style:Two stage,finger actuated.

JPOXLP183C—61—4 | PDBMCIZX02X0-0 | (#5.6~6.0mm) | | JPOXP183C—60—4 | PDBMOO2X02X0-0 | (#5.6~6.0mm) o 8 #EEE#E lectrical interlock(HVILA2®)

JPOXLP183D—61—4 | FDSMD12X02X0-0 JPCXLP183D—60—4 | PDBMDO2X02X0-0 9 E#Shielding:360'From wire to device(HE) .

JPCXLPI83E—61—4 | PDSMET2X02X0-0 JPCXP183E-60—4 | PDBMEO2X02X0-0 10.m#@EEMating plug:PDBFAT2X05X0-0.

JPCXLP183A—61—6 | PDEMAT3X02X0—-0 JPCXLP183A—60—6 | PDBVAO3X02X0—0 - Unit - mm PROJECTION
: [y JPC comectivi

JPOXLPIB3B-61-6 | POBMBIXO20-0 | o JPCXLP1838-60-6 | POBMBOSKODO-0 | o0 <4 coner_ @ == connectivity

JPCXLP183C—61—6 | PDBMC13X02X0-0 | (96.4~7.0mm) JPCXLP183C—60—6 | PDBMCO3X02X0—0 | (86.4~7.0mm) B | | RS | DR 0s/15/2002] o PD./FILE NO.
= | =& (O 7 t50> Chunxio JPCXLPB03#H

JPCXLP183D-61-6 | PDBVDT3X02X0-0 JPCXLP183D-60-6 | PDBMDO3X02X0-0 8 & | 5o I 15 [T oviemm —
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JPOXLP183E-61-6 | PDBME13XO2X0-0 JPCXP183E-60-6 | PDRMED3X02X0-0 @ | 3| conos os [ <ot oo T v f o
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