YK700XG ez

@ Arm length 700mm 2@ Maximum payload 20kg
M Ordering methc

YK700XG-| - - RCX340-41 1 1 1 1 H - .
H !
_ Controller / @ Safety [ Option A g Option B @ Option C g Option D @ Option E & Absolute
m Tool flange Cable Number of controllable axes (OP.A) (OP.B) (OP.C) (OP.D) (OPE) battery

fo entry: None Specify various controller setting items. RCX340 » P.508

RCX240- | R3
| Controller _BICE Markingl Regeneraizve uit | Expansion 0 [ Network option [l VY System R Gripper [ Battery |
Specify various controller setting items. RCX240/RCX240S » P.49%

M Specifications H Controller

X-axis Y-axis Z-axis R-axis Controller |Power capacity (VA) Operation method
Axis Arm length 300 mm 400 mm 200 mm‘400 mm - Programming /
specifications Rotation angle +/-130 ° +/-150 ° - +/-360 ° I/ point trace /
g RCX340 5 Remote command /
AC servo motor output 750 W 400 W 400 W 200 W RCX240-R3 500 Operation
~ |Speed reducer Harmonic drive | Harmonic drive |  Ball screw | Harmonic drive using RS-232C
Deceler?tlon ransmission | Motor to speed reducer Direct-coupled communication
mechanism
method Speed reducer to output Direct-coupled
Repeatability "’ +/-0.02 mm +/-0.01 mm +/-0.004 °
Maximum speed 8.4 m/sec 2.3 m/sec|1.7 misec 920 °/sec Note. "Harmonic" and "Harmonic drive" are the registered trademarks
P . . . of Harmonic Drive Systems Inc.
Maximum payload 20 kg Note. The movement range can be limited by changing the positions
0 a ote of X and Y axis mechanical stoppers. (The movement range is
Standard cycle time: with 2kg payload “*** 0.42 sec set to the maximum at the time of shipment.)
R-axis tolerable moment of inertia "°t¢*® 1.0 kgm2 See our robot manuals (installation manuals) for detailed
information.
User wiring 0.2 sq x 20 wires Note. To set the standard coordinates with high accuracy, use a
User tubing (Outer diameter) ¢ 6x3 standard_coordiqate setting jig (option). Re_fer to the user’s
manual (installation manual) for more details.
Travel limit 1.Soft limit 2.Mechanical stopper (X,Y,Z axis)
- Our robot manuals (installation manuals) can be
Robot cable length Standard: 3.5m Option:5m, 10 m downloaded from our website at the address below:
Weight Z axis 200 mm: 50 kg Z axis 400 mm: 52 kg p:/iglobal.y t i /

Note 1. This is the value at a constant ambient temperature. (X,Y axes)

Note 2. When reciprocating 300mm in horizontal and 25mm in vertical directions.

Note 3. There are limits to acceleration coefficient settings. See P.539.

Note. Please consult YAMAHA when connecting other tubes and cables to the self-supporting machine harness.

4 N\
YK700XG
Ifthe robot enters the inside of R30 and comer of dimensions 100 and 300, the
80 400 300 220 Z-axis upper end stopper or tool flange may be in contact with the base or the arm
" may be in contact with the machine hamess. So, do not perform such motion.
D-sub connector for user wiring -
(No.1 to 20 usable) C =
P T
g i ik N 88
N
T & J]J | J =N
T |
= Re %
|50, 145
User tubing 3 ($6 Blue) 5] 170" |\4-414
245 M12 bolt for installation, 4bolts used
(base size)
63, 128
2400 o
mm
Stroke r Working envelope of
left-handed system Values
—_— shownin ()
790 Machine harness e obotenters he s o RA0ard comer f dirersions |00 1aN9®
Z200mm ' 10020000 o Zas et o siper o ol fangormay SPEOTOAIONS
Stroke 711 View of B be in contact with the bas;e)%er the arm 'rJlgay bein conlagm withy
Maximum 770 the machine hamess. So, do not perform such motion.
during
arm rotation
86 98 65 o
476 ¢ User tubing 1 . S
40 L [ 06 Black Ay N B
368 {1 ] 99 268 3 =) Q3 &
3335 13 —W © User tubing 2 xpeg
oI I | = A 3395 949 : él (96 Red) %
278 7L N | b M hsas 222 T s User tubing 3 S/
B, 6 Bl Tz
0o ACTITA 8L User ool £ B g B | |650h7 3o (6B 0 2 A
-1 EES o \lnstallation range S $95 74 b —ge
S g $25h7 3 61 < %4 /& -
o 3 3 - 472 oy .
3| % B b55 Flat surface has no phase o 34 \ 100
05‘2 N Eh relation to R-axis origin. ; o 0 = 18/ 140(150
B 3 (Base A28 Values
N i} Standard type 5 installation M4 ground . showniin ()
= S Hollow g face) terminal Working envelope of £y 154 iange
N i =F diameter right-handed system foaticr
IS Z-ax;‘s Iqwelr ?nd . == 118 D-sub connector for user wiring oo nanical st '_‘_ 132
a mechanical stopper position . (No.1 to 20 usable) -axis mechanical stopper position: 132°
) Cross section A-A Y-axis mechanical stopper position: 152°
< 0 b
- = -
(] 4-M4 x 0.7 through-hole for tool attachment Option: Tool flange mount type
Four M4 x 10L binding screws are supplied.
Do not screw the screws in deeper than 10mm
from bottom surface of arm. 54 R27 (Min. cable bending radius)
Do not move the cable.
I's LR ] gr
) N . . Keep enough space for the maintenance
;I ”?é% o FE |\ work at the rear of the base.
< o N "
— ——eococnoe 449 YK700XG YK700XG
M20 x 2.5 Depth 20 (Bottom of spline) Le—— o] - =
1511 136 X ? { pline) Z200mm Stroke specification  Z400mm Stroke specification
A

e 362 RCX340 » 508 | RCX240 » 495 |




. Arm Iength 700mm . Maximum payload 10k9 Note. This model is a special order product. Please consult us for delivery time.

YK700XGL- -

1 |- RCX340-4 -

[ Moder M B Toolflange [ Controller / B safety B oOptonA [ OptonB B OptionC B OptionD [ OptionE J Absolute
200: 200mm No entry: None 3L:3.5m Number of controllable axes standard (OP.A) (OP.B) .C) (OP.D) (OP.E) battery
IF: With tool flange

[300:300mm | [5L:5m |

ot om]  Specify various controller setting items. RCX340 » P.508

M Specifications

H Controller

X-axis Y-axis Z-axis R-axis Controller |Power capacity (VA)|Operation method
Axis Arm length 400 mm 300 mm 200 mm‘300 mm - Programming /
specifications | Rotation angle +/-130 ° +/-145 °© - +/-360 ° 1/0 point trace /
Remote command /
AC servo motor output 400 W 200 W 200 W 200 W RCX340 1700 Operation
i Speed reducer Harmonic drive | Harmonic drive Ball screw Harmonic drive using RS-232C
Decelere.mon T ission | Motor to speed reducer Direct-coupled communication
mechanism
method Speed reducer to output Direct-coupled
Repeatability " +/-0.01 mm +/-0.01 mm +/-0.005 °
Maximum speed 9.2 m/sec 2.3 m/sec‘1.7 m/sec| 1700 °/sec Note. "Harmonic" and "Harmonic drive" are the registered trademarks

of Harmonic Drive Systems Inc.

Maximum payload 10 kg (Standard type), 9 kg (Option: Tool flange mount type) Note. The movement range can be limited by changing the positions
Standard cycle time: with 2kg payload “*'°? 0.50 sec zgtxtj;':era:;ismT;d;Trt';‘cea:i::gp‘fffﬁi';:;g'ovemem range 1
R-axis tolerable moment of inertia "°*** 0.30 kgm2 See our robot manuals (installation manuals) for detailed
- N information.
User wiring 0.2 sq x 20 wires Note. To set the standard coordinates with high accuracy, use a
User tubing (Outer diameter) ¢6 x 3 standard_coordin_ate setting jig (option). Re_fer to the user’s
manual (installation manual) for more details.
Travel limit 1.Soft limit 2.Mechanical stopper (X,Y,Z axis)
- Our robot manuals (installation manuals) can be
Robot cable length Standard: 3.5 m Option: 5, 10 m downloaded from our website at the address below:
Weight 32kg . t " Irobot/
Note 1. This is the value at a constant ambient temperature. (X,Y axes)
Note 2. When reciprocating 300mm in horizontal and 25mm in vertical directions.
Note 3. There are limits to acceleration coefficient settings.
[ YK700XGL )
D-sub connector for user wiring (No.1 to 20 usable)
400 194
\ g :
Qo o
'Im} I\ 0 | 47777 B R ©
P W J R
40 120 4-p11 ) )
60 140 M10 bolt for installation, 4bolts used
200 (base size)
775 Working envelope of
Z300mm right-handed system
Stroke Machine harness
675 — — 652
Z200mm Maximum 710 during arm rotation
Stroke 4-$5.5 through-hole
HO//DW
diaﬂle( n
28+ o 87
65 HT 202
8 through-hole %
» a7z IORES
351 N/ View of B
‘1! ‘ it 81 ’W‘ User tubing 1
gig 283 ﬁ = [ 259 Tool flange mount type (66 Black)
213—1 ; M User tubing 2 Working envelope of
a3 g e rull71 I 9 187 192 (46 Red) left-handed system
137.6+/-2 SR A 0 : 8mm rise during Z-axis return-to-origin 1585 148 User lubing 3 X-axis mechanical stopper position: 132°
: © uring Z-axis return-to-origi X :
5 B $20N7 o1 9 - - g 131.1+4/-2 (¢6 Blue) Y-axis mechanical stopper position: 147°
2 z $50 \ Flat surface has no phase relation to R-axis origin. % 46
HE User tool installation range 27 40
0o (Base ~ 15 0
\r(\‘i K& U Standard type g]usrtfg"cg)lon ground termingl D-sub connector for user wiring
gl e Z-axis lower end S (No. 1 to 20 usable)
e L mechanical stopper position «
o L
4-M4 x 0.7 through-hole for tool attachment .
Four M4 x 10L binding screws are supplied. Cross section A-A
Do not screw the screws in deeper than 10mm
from bottom surface of arm. 54
Keep enough space for the maintenance
o work at the rear of the base.
S 7S A | IR
S Cee
1011820\ M16 x 2 Depth 20 (Bottom of spline)
R27 (Min. cable bending radius) 499 YK700XGL YK700XGL
Do not move the cable. Z200mm Stroke specification Z300mm Stroke specification
. J

RCX340 » 508 |

adA} ebieT

361 N




YK800XG

@ Arm length 800mm M@ Maximum payload 20kg
[ Ordering methc

YK800XG-| |

200: 200mm| [No entry: None

1400: 400mm|  |F: With tool flange|

[ TRoxsdo-4{ I HOH M} -
[ ] —
Controller / I Safety [ Option A Option B @ Option C [ Option D @ Option E | Absolute
Number of controllable axes |l standard (OP.A) (OP.B) (OP.C) (OP.D) (OP.E) battery

Specify various controller setting items. RCX340» P.508

Specify various controller setting items. RCX240/RCX240S » P.49%

M Specifications l Controller

10L: 10m

X-axis Y-axis Z-axis R-axis Controller |Power capacity (VA) Operation method
Axis Arm length 400 mm 400 mm 200 mm ‘400 mm - Programming /
specifications Rotati f 1130 ° 41150 ° _ +/-360 ° 1/0 point trace /
atatoniand’e RCX340 2 Remote command /
AC servo motor output 750 W 400 W 400 W 200 W RCX240-R3 500 Operation
| Speed reducer Harmonic drive | Harmonic drive |  Ball screw | Harmonic drive using RS-232C
Decelergtlon T ion | Motor to speed reducer Direct-coupled communication
mechanism
method Speed reducer to output Direct-coupled
Note +/-0.02 mm +/-0.01 mm +/-0.004 °

Repeatability
Maximum speed 9.2 m/sec 2.3 m/sec|1.7 m/sec| 920 °/sec Note. "Harmonic" and "Harmonic drive" are the registered trademarks
. . . of Harmonic Drive Systems Inc.

Maximum payload 20 kg Note. The movement range can be limited by changing the positions
P Note 2 of X'and Y axis mechanical stoppers. (The movement range is
Standard cycle time: with 2kg payload 0.48 sec set to the maximum at the time of shipment.)
R-axis tolerable moment of inertia "°t¢* 1.0 kgm2 _S?e ourt_robot manuals (installation manuals) for detailed
information.

User wiring 0.2 sq x 20 wires Note. To set the standard coordinates with high accuracy, use a

o o standard coordinate setting jig (option). Refer to the user’s
User tmeg (OUter dlameter) ¢ 6x3 manual (installation manual) for more details.
Travel limit 1.Soft limit 2.Mechanical stopper (X,Y,Z axis) N -

- Our robot manuals (installation manuals) can be

Robot cable length Standard: 3.5m Option: 5m, 10 m downloaded from our website at the address below:
Weight Z axis 200 mm: 52 kg Z axis 400 mm: 54 kg : t iness/robot/

Note 1. This is the value at a constant ambient temperature. (X,Y axes)

Note 2. When reciprocating 300mm in horizontal and 25mm in vertical directions.

Note 3. There are limits to acceleration coefficient settings. See P.539.

Note. Please consult YAMAHA when connecting other tubes and cables to the self-supporting machine harness.

4 N\
YK800XG
Ifthe robot enters the inside of R30 and f di 100 and 250, the
80 400 — 400 220 Z-ajsmupope?"eﬁés slo;:u"esr‘ o? l?)ol ﬂanagne "fg;nger ion ol)"r:eta"c:‘az?t?\ the Sgse or 1hesarm
D-sub connector for user wiring - may be in contact with the machine hamess. So, do not perform such motion.
(No. 10 20 usable) © =
L 1 2|9
s (L ee=—r— MLof 25, %
= Wi d N ] g A
User tubing 1 (46 Black) C — 3 o @,
User tubing 2 ($6 Red 50 145 4-14 &2
User tubing 3 Eis Blue)) % 170 MA12 bolt for installation, 4bolts used CHR ?\’1«6‘
245 1
- " ¥ &, 2N N
(base size) d’f’@//a,,,/ 4-96.6 through-hole y% > LIRS §
e B\
63_128 o A\ 100\
990 °
Z400mm e 140(150
Stroke Values Z
10012 showniin () 47°
$6H7 o through-hole For tool flange Working envelope of
790 Machine harness View of B specifications ~ left-handed system
étng?{r;lm 1 If the robot enters the inside of R30 and corer of dimensions 100 and 250, the
. . Z-axis upper end stopper or tool flange may be in contact with the base or the arm
Max""tu"{] 770 during may be in contact with the machine hamess. So, do not perform such motion.
arm rotation
86_ 98 465 <
w0 L 476 9
268 : Usertubing 1 & g
% (I | % \\ 58 w 6Bk ™ ° &
3195 ] D 3395 20— © i 2,
278 i  } il ! ‘,‘ M 2545 . T 0 S S
273 A A Lk Usertool [* Y B | |$50h7-0025 Usertubing3 | | ] S
208.7+2 o = i i 2 (96 Blue) D — .
g installation range S $95 == 1150
o B §'§ 257 § g1 i & N
o=E . .
2|2 g2 55  Flat surface has no phase 5 47
= N relation to R-axis origin. oS4 .34 =0 140(150)
0—2o == g 0 (Base 19— /—1me N s Values
3 N W 8 Hollow installation 0 2] shownin ( )
N Standard type S diameter: $18 surface) 25, 46 V_Vo':':(i':lg zméelopf of For tpfo\ flange
g~ i £5 M4 ground right-handed system  specifations
N ﬁ:éh;lr?i‘évaelrs?ggper position § é terminal X-axis mechanical stopper position: 132° 5
. D-sub connector for user wiring . ayi : on. AED0 «Q
Cross section A-A {No. 020 usable) ~— Y-axis mechanical stopper position: 152 @
== 0 S ) =
& - 9
4-M4 x 0.7 through-hole for tool attachment Option: Tool flange mount type| _ @
Four M4 x 10L binding screws are supplied.
Do not screw the screws in deeper than 10mm
from bottom surface of arm. 54 R27 (Min. cable bending radius)
Do not move the cable.
{ Keep enough space for the
© N . B maintenance work at the
% B@% J ° FE N\ rear of the base.
— es0ccoe - <
15)| |36\M20 x 2.5 Depth20 (Bottom of spline) ~ Lo————21 s _YK800XG. _YK800XG_
o Z200mm Stroke specification ~ Z400mm Stroke specification
. J

RCX340 > 508 | RCX240 > 495 | 363




Large type

YK900XG e=x

@ Arm length 900mm @ Maximum payload 20kg
M Ordering methc

YK900XG-| - - RCX340-41 1 1 1 1 |
H !
_ Controller / @ Safety [ Option A g Option B @ Option C g Option D @ Option E & Absolute
m Tool flange Cable Number of controllable axes (OP.A) (OP.B) (OP.C) (OP.D) (OPE) battery

fo entry: None Specify various controller setting items. RCX340 » P.508

RCX240- | R3
| Controller _BICE Markingl Regeneraizve uit | Expansion 0 [ Network option [l VY System R Gripper [ Battery |
Specify various controller setting items. RCX240/RCX240S » P.49%

M Specifications H Controller

X-axis Y-axis Z-axis R-axis Controller |Power capacity (VA) Operation method
Axis Arm length 500 mm 400 mm 200 mm‘400 mm - Programming /
specifications Rotation angle +/-130 ° +/-150 ° - +/-360 ° I/ point trace /
g RCX340 5 Remote command /
AC servo motor output 750 W 400 W 400 W 200 W RCX240-R3 500 Operation
~ |Speed reducer Harmonic drive | Harmonic drive |  Ball screw | Harmonic drive using RS-232C
Deceler?tlon rar Motor to speed reducer Direct-coupled communication
mechanism
method Speed reducer to output Direct-coupled
Repeatability "’ +/-0.02 mm +/-0.01 mm +/-0.004 °
Maximum speed 9.9 m/sec 2.3 m/sec|1.7 misec 920 °/sec Note. "Harmonic" and "Harmonic drive" are the registered trademarks
P . . . of Harmonic Drive Systems Inc.
Maximum payload 20 kg Note. The movement range can be limited by changing the positions
0 a ote of X and Y axis mechanical stoppers. (The movement range is
Standard cycle time: with 2kg payload “*** 0.49 sec set to the maximum at the time of shipment.)
R-axis tolerable moment of inertia "°t¢*® 1.0 kgm2 See our robot manuals (installation manuals) for detailed
information.
User wiring 0.2 sq x 20 wires Note. To set the standard coordinates with high accuracy, use a
User tubing (Outer diameter) ¢ 6x3 standard_coordiqate setting jig (option). Re_fer to the user’s
manual (installation manual) for more details.
Travel limit 1.Soft limit 2.Mechanical stopper (X,Y,Z axis)
- Our robot manuals (installation manuals) can be
Robot cable length Standard: 3.5m Option:5m, 10 m downloaded from our website at the address below:
Weight Z axis 200 mm: 54 kg Z axis 400 mm: 56 kg p:/iglobal.y t i /

Note 1. This is the value at a constant ambient temperature. (X,Y axes)

Note 2. When reciprocating 300mm in horizontal and 25mm in vertical directions.

Note 3. There are limits to acceleration coefficient settings. See P.539.

Note. Please consult YAMAHA when connecting other tubes and cables to the self-supporting machine harness.

4 N\
YK900XG
80 400 500 220
D-sub connector for user wirin -
(No.1 to 20 usable) ; g =
i T
J i PN i TEE' 8384
N m
- ! NI I 2
User tubing 1 (6 Black) T L
User tubing 2 ($6 Red) 50| 145 4-¢14 ) _
User tubing 3 ($6 Blue) 75 170 4 M12 bolt for installation, 4bolts used
245
63 128 (base size)
990 Working envelope of
Z400mm (. left-handed system
Stroke -
790
Z200mm
Stroke M View of B
Maximum 770 Al Y %
during arm rotation
86 _ 98 65
476
440 L i
368 il | 29 \\ 268 - Usertubing 1
7R — 3395 219 A ﬁl e
 E— M I BT Lrrig
1 I . Py
20@773)(2 A: b i T T £ 25|:-5 - B | 4507025 User tubing 3 Worki lope of
S ElES o \nstallation range < 9 (46 Blue) Norking envelope of
g g3 $25h7 0,091 995 | 44 right-handed system
B SE - | o
o g B8 55  There is no phase relationship between S ‘5“; X-axis mechanical stopper position: 1320
g8 2% fit Tace and ofgin of R axis. :mE o ) 3 = Y-axis mechanical stopper position: 152
07-2 g 3 " ° _(Ba}scﬁ fi 1 21 D-sub connector for
% e—— Standard type 2 Hollow gusﬁzcae;on 0 25| | |46\ userwiring
N S diameter: $18 No.1 to 20 usable
) g Z-axis lower end 5 & M4 ground terminal
g ~ mechanical stopper position =5 9
g o : Cross section A-A L
- 4-M4 x 0.7 through-hole for tool attachment [Option: Tool flange mount type
Four M4 x 10L binding screws are supplied.
Do not screw the screws in deeper than 10mm R27 (Min. cable bending radius)
from bottom surface of arm. 54 Do not move the cable.
- Keep enough space for the
IRy i maintenance work at the
L\ 4 - FE I\ rear of the base. )
= ceeses
- 2 S \4-49 YK900XG YK900XG
15][_{36\M20 x 2.5 Dept20 (Bottom of spiine) Z200mm Stroke specification Z400mm Stroke specification

364 RCX340 » 508 | RCX240 » 495 |




YK1000XG

@ Arm length 1000mm M@ Maximum payload 20kg

[ Ordering methc

YK1000XG-

RCX340-4-

200: 200mm| [No entry: None

1400: 400mm|  |F: With tool flange|

10L: 10m

RCX240- | R3

Controller / I Safety [ Option A Option B @ Option C [ Option D @ Option E | Absolute
Number of controllable axes |l standard (OP.A) (OP.B) (OP.C) (OP.D) (OP.E) battery

Specify various controller setting items. RCX340» P.508

BB

| Controller _[ICE Marking[Ql Regeneraizve it | Expansion 110 & Network option B iV System R Gripper i Battery |
Specify various controller setting items. RCX240/RCX240S » P.49%

M Specifications

H Controller

X-axis Y-axis Z-axis R-axis Controller |Power capacity (VA) Operation method
Axis Arm length 600 mm 400 mm 200 mm ‘400 mm - Programming /
specifications | Rotati I +-130 ° +-150 ° - +/-360 ° IO point trace /
Siatonangle RCX340 2 Remote command /
AC servo motor output 750 W 400 W 400 W 200 W RCX240-R3 500 Operation
Speed reducer Harmonic drive | Harmonic drive |  Ball screw | Harmonic drive using RS-232C
Deceleration ) communication

Motor to speed reducer

Direct-coupled

mechanism ! n
method Speed reducer to output Direct-coupled
Repeatability " +/-0.02 mm +/-0.01 mm +/-0.004 °
Maximum speed 10.6 m/sec 2.3 m/sec|1.7 m/sec| 920 °/sec Note. "Harmonic" and "Harmonic drive" are the registered trademarks
P . . . of Harmonic Drive Systems Inc.
Maximum payload 20 kg Note. The movement range can be limited by changing the positions
0 a ote of X and Y axis mechanical stoppers. (The movement range is
Standard cycle time: with 2kg payload "**°* 0.49 sec set to the maximum at the time of shipment.)
R-axis tolerable moment of inertia "°t¢* 1.0 kgm2 See our robot manuals (installation manuals) for detailed
information.
User wiring 0.2 sq x 20 wires Note. To set the standard coordinates with high accuracy, use a
o o standard coordinate setting jig (option). Refer to the user’s
User tmeg (OUter dlameter) ¢ 6x3 manual (installation manual) for more details.
Travel limit 1.Soft limit 2.Mechanical stopper (X,Y,Z axis)
- Our robot manuals (installation manuals) can be
Robot cable length Standard: 3.5m Option: 5m, 10 m downloaded from our website at the address below:
Weight Z axis 200 mm: 56 kg  Z axis 400 mm: 58 kg : t iness/robot/
Note 1. This is the value at a constant ambient temperature. (X,Y axes)
Note 2. When reciprocating 300mm in horizontal and 25mm in vertical directions.
Note 3. There are limits to acceleration coefficient settings. See P.539.
Note. Please consult YAMAHA when connecting other tubes and cables to the self-supporting machine harness.
4 N\
YK1000XG
80 400 600 220
D-sub connector for user wirin - ‘
(No.1 o 20 usable) ; O =
i : L 28
g i /E] il L af= 85
- y N 1] g«
T |
User tubing 1 (6 Black) L o
User tubing 2 (¢6 Red) 50 145 [\ 4- ) )
User tubing 3 ($6 Blue) 75 241570 M12 M12 bolt for installation, 4bolts used
(base size)
63, 128
990
Z400mm 11
Stroke
790
Z2200mm View of B
Stroke 71
Maximum 770
during arm rotation
$65
86 98 268 ;
476
A | N ==t
99 202.2 ~ User tubing 1
3335 I ] 339.5 1 0 (66 Black)
3195~ < | A B | |$50h7-0.025 "
278 —j =3 User tubing 2
273 Ao L o 2545 =] 95 " 7/ (96 Red
208.7+2 User tool 219 Userlubing 3
$25h7 $ o1 installation range g 74 (46 Blug) Working envelope of
© - . . 54 right-handed system
S 55  Flat surface has no phase (Base 47 LT
b relation to R-axis origin. @ installation 34 = X-axlls mechanllcal stopper position: 132
0l g 0 surface) 19 o 1o Y-axis mechanical stopper position: 152°
& 2 0
~N Standard type 8 Hollow 25] 48] | D-sub connector for
8 3 diameter: $18 user wiring
= Z-axis lower end £ No.1 to 20 usable o
mechanical stopper position =8 . 3
3 Option: Tool flange mount type M4 ground terminal %
: Cross section A-A =
o - °
4-M4 x 0.7 through-hole for tool attachment =
Four M4 x 10L binding screws are supplied. . . .
Do not screw the screws in deeper than 10mm S?ﬂg\{l:gésg?feb:;gg]g radius)
from bottom surface of arm. 54 -
Keep enough space for the
t maintenance work at the
g II?ES\I | b ° i N_rear of the base.
L \BSL 4 ... :FE
— - e0ceee 4-69 YK1000XG YK1000XG
15)|_]36\ M20 x 2.5 Depth20 (Bottom of spline) Z200mm Stroke specification Z400mm Stroke specification
J

RCX340 > 508 | RCX240 > 495 |
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YK1200X-400-

ROX340-4 1 W}
Controller / @ Safety [ Option A g Option B @ Option C g Option D @ Option E & Absolute
Number of controllable axes |l standard (OP.A) (OP.B) (OP.C) (OP.D) (OP.E) battery

Specify various controller setting items. RCX340 »

10L: 10m

RCX240- R |

| Controller _ BICE Markingl Regeneraizve uit | Expansion 0 [ Network option [l VY System R Gripper [ Battery |
Specify various controller setting items. RCX240/RCX240S » P.49%

M Controller

M Specifications

X-axis Y-axis Z-axis R-axis Controller |Power capacity (VA) Operation method
Axis Arm length 600 mm 600 mm 400 mm - Programming /
specifications | Rotation angle +/-125° +/-150 ° - +/-360 ° /O point trace /
g RCX340 2500 Remote command /
AC servo motor output 900 W 800 W 600 W 400 W RCX240-R Operation
Speed reducer Planetary gear | Planetary gear | Ball screw | Harmonic drive using RS-232C
q —— —— ication
Deceleration o : Timing belt Timing belt communical
mechanism Tratnhsn;lssmn ol cipsedlieducey Direct-coupled transmission | transmission
metho Speed reducer to output Direct-coupled Direct-coupled | Direct-coupled
Repeatability "' +/-0.05 mm +/-0.02 mm +/-0.005 °
Maximum speed 7.4 m/sec 0.75 m/sec 600 °/sec
Maximum payload 50 kg ) o .
Standard cycle time: with 2kg payload "**°* 0.91 sec Note. Oﬁg;’g;:gﬂ\,: asg,ns‘g:fjgze are the registered trademarks
R-axis tolerable moment of inertia "°t¢*® 2.45 kgm2 Note. The movement range can be limited by changing the positions
— - of X and Y axis mechanical stoppers. (The movement range is
User wiring 0.2 sq x 20 wires set to the maximum at the time of shipment.)
User tubing (Outer diameter) $6x3 i?:r:gﬁg]bot manuals (installation manuals) for detailed
Travel limit 1.Soft limit 2.Mechanical stopper (X,Y,Z axis)
- Our robot manuals (installation manuals) can be
Robot cable length Standard: 3.5m Option: 5m, 10 m downloaded from our website at the address below:
Weight 124 kg http://global.y t lbusi I /

Note 1. This is the value at a constant ambient temperature. (X,Y axes)
Note 2. When reciprocating 300mm in horizontal and 25mm in vertical directions.
Note 3. There are limits to acceleration coefficient settings. See P.540.

(YK1200X
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