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1. Tfr8EOperating temperature:—40°C~+125°C.
2 mEERCurrent rating:2.5mm%:23A:4 0mm?: 32A.
3. #EEEOperating voltage:630VDC /400VAC.

4 miEEDielectric withstanding voltage:4000VDC.
5.m#smProtection class:IP67(mated).
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© #mEaMating cycle: T00Min.

7 #gElinsulation resistance:2000M0 Min(25°C).
B.E#HEEMating plug:PDBMX0T1X03W0—1/PD8MXQ1X03W0—2.
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Standard Part List

Model NO. JPC NO. Polarization |Cable S{ze(rrmZ)
XLO83X—200-2.5 PDEFXO1XQ3N0—1 X 25
ZTHE(=E Ordering Informating XL083Y-200-2.5 PDSFYO1XO3WO0—1 Y 2.5
XL0837—200-2.5 PDEFZ01XQ3N0—1 z 25
XLOg3X — 200 — XX XLO83IW—200—2.5 PDEFWOTXO3WO0—1 w 25
LA XLOB3N—200-2.5 PDEFNOTX03WO—1 N 25
"2.5"=2.5mn’
- 2 1 XL0B3X—200—4 PDBIXO2X03N0—1 X 4
FFLIER R <5 & 4724 Omn’
XLOB3Y—200—4 PDERYO2X03W0—1 Y 4
T T T T T T T T T T T T T T T T T T T T XLOB37—200—4 PDEFZ02XQ3N0—1 Z 4
| ~9, /F% < - 29 < | XLO83W-200—4 PDEFWO2XO3WO0—1 W 4
i \ A @ / @ ‘ XL0B3N—200—4 PDSFNO2X03WO0—1 N 4
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