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Standard Part List(Without HVIL)

Standard Part List(With HVIL)

Model No.

Accepted Wire
Size

Model No.

Accepted Wire
Size

PHVXL60210X4-0

PHVXL60210Y4-0

PHVXL60210U4-0

PHVXL60210Z4-0
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(#10.8-11. Imm)

PHVXL60211X4-0

PHVXL60211Y4-0

PHVXL60211U4-0

(#10.8-11. 1mm)

PHVXL60211Z4-0
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PHVXL60210X6-0

PHVXL60210Y6-0

PHVXL60210U6-0

PHVXL60210Z6-0
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(#12.2-12. 5mm)

PHVXL60211X6-0

PHVXL60211Y6-0

PHVXL60211U6-0

(#12.2-12. 5mm)

PHVXL60211Z6-0
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NOTES :
1. 21 i¥;8 B Operating temperature : -40°C~125°C.
. #F %% ynCurrent rating : 40A(Cross-sectional area is 4mn?).
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45A(Cross-sectional area is 6mm?).

The test ambient temperature is 22+l degrees.

. % 2% ROperating Voltage : 1000 VDC.
.t BRDielectric withstandingVoltage : 5000 VDC.
P # % &Protection class : IP67. g
. LB frShielding.
LA SMating cycle : 100 Min.

. p B - =4 drAutomatic secondary lock.
. % % &3 gElectrical intrerlock(HVIL)(+ i)
0. fe¥4& A Mating plug : PHVXL6020XXX-0

Unit: mm(inch)
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TOLES DR.
(UNLESS SPECIFIED)
o =%1 (0.039)
0.0 =%5 (0.02)
0.00 =+.3 (0.012)
0.000=+.15(0.006)
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